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Kamizelka robocza NEO TOOLS
mężczyźni XXL

Cena 110,00 zł

Numer katalogowy ALP-17918418498

Kod producenta 81-533-XXL

Kod EAN 5907558434781

Opis produktu

Roboczy bezrękawnik dwustronny NEO z serii Camo to praktyczne rozwiązanie sprawdzające się w wielu warunkach.
Produkt dzięki wypełnieniu syntetycznemu jest lekki, a zarazem skutecznie chroni przed chłodem.

Wykonany z wysokiej jakości tkaniny z powłoką wodoodporną. Kieszenie zapinane na suwak, umieszczone są na jaśniejszej
stronie bezrękawnika.

Dzięki swej konstrukcji i wykończeniom z elastycznej lamówki, łatwo dopasowuje się do sylwetki. Miejski fason, i modna
kolorystyka pozwalają na użytkowanie produktu również poza pracą. Gwarantem jakości jest certyfikat europejski oraz
wykonanie zgodne z normą EN ISO 13688:2013.

Marka NEO spełnia oczekiwania profesjonalistów.

Dane podstawowe:
Waga: 0.62 kg
Marka: NEO TOOLS
Materiał opakowania: folia + naklejka
Rodzaj odzieży roboczej: Bezrękawnik roboczy
Certyfikat CE: Tak
Wykonanie zgodne z normą: EN ISO 13688:2013
Skład materiału: 100% poliester
Skład materiału wypełnienia: 100% poliester
Wypełnienie: syntetyczne
Gramatura: 80 g/m2
Gramatura wypełnienia: 160 g/m2
Rodzaj zapięcia: Suwak
Kolor: CAMO
Wodoodporna: Tak

Parametry produktu
Stan: Nowy
Sezon: zima
Kod producenta: 81-533-XXL
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Marka: NEO TOOLS
Model: 81-533-XXL
Rozmiar: XXL
Kolor: szary
Rodzaj kamizelki: robocza
Certyfikaty zgodności: CE
Płeć: mężczyźni
Materiał dominujący: poliester
Liczba kieszeni: 2
Cechy dodatkowe: kieszenie zapinane na zamek, ocieplana, rozpinana
Gramatura: 111
Waga produktu z opakowaniem jednostkowym: 0.62
Przeznaczenie: uniwersalne
EAN (GTIN): 5907558434781

Informacje o bezpieczeństwie
List of safety warnings for workwear and health and safety based on the requirements of Regulation (EU) 2023/988 on general
product safety (GPSR): 1. Choosing the right size: * Make sure that the workwear is properly tailored to your figure. Too loose
or too tight clothing can restrict freedom of movement and increase the risk of an accident. 2. Risk Assessment: * Before each
use of workwear, carefully analyze the potential hazards occurring in the workplace. Make sure that the clothing you choose
provides adequate protection against identified hazards (e.g. cutting, burns, chemicals). 3. Technical condition inspection: *
Regularly check the technical condition of your workwear. Make sure that there is no damage, such as abrasions, tears,
cracks, which could reduce its protective properties. If damage is found, clothing should be replaced immediately. 4.
Maintenance and cleaning: * Follow the manufacturer's recommendations for the maintenance and cleaning of workwear.
Improper cleaning can damage the material and reduce its protective properties. 5. Specialty clothing: * For work requiring
specialized protection (e.g. welding, work with chemicals, work at height), use only workwear with appropriate certificates and
meeting applicable standards. 6. Weather conditions: * Adapt your workwear to the prevailing weather conditions. In the case
of low temperatures, use thermal insulation clothing, and in the case of high temperatures, breathable and moisture-wicking
clothing. 7. Visibility: * In workplaces with limited visibility (e.g. road works, work near machines) use high-visibility workwear,
equipped with reflective elements. 8. Tangle protection: * Avoid wearing loose workwear near moving parts of machinery and
equipment. Loose clothing items can get tangled and cause a serious accident. 9. Usage training: * Make sure that you and
your colleagues have been trained in the correct selection, use, maintenance and storage of workwear. 10. Storage: * Store
your workwear in a dry and clean place, away from direct sunlight and heat sources. 11. Clothing replacement: * Replace your
workwear regularly, even if it shows no visible damage. Over time, materials may lose their protective properties.

Producent — dane kontaktowe
Grupa Topex Sp. z o.o.
ul. Pograniczna 2/4
02-285
Warszawa
PL
office@gtx-group.com
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