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Klucz nasadowy 1/2" bit
imbusowy 55/5mm

Cena 20,00 zł

Numer katalogowy ALP-18952537484

Kod producenta NS-BH12-5-1

Kod EAN 5902004709055

Opis produktu
█ KLUCZ NASADOWY 1/2 Z BITEM IMBUSOWYM 55 mm 5 mm

Wykonany z najwyższej jakości materiałów. Narzędzie wykonane z pełną precyzją i z zachowaniem najwyższych norm
jakościowych.

wykonany ze stali chromowo-wanadowej CrV
wysoka jakość, trwałość i niezawodność bez względu na warunki pracy
odporność na ścieranie
doskonała wytrzymałość mechaniczna
czop DIN 3124
wykończenie polerowane

█ DANE TECHNICZNE

✅ PRODUCENT:

NS-BH12-5-1

❌ ŚREDNICA:

-

✅ DŁUGOŚĆ:

55 mm.

❌ SZEROKOŚĆ:

-

✅ ROZMIAR:

1/2 cal. x 5 mm.

❌ OBJĘTOŚĆ:

-

❌ UCHWYT / MOCOWANIE:
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-

✅ TYP:

Z bitem imbusowym

✅ JEDNOSTKA MIARY:

szt.

✅ ILOŚĆ SPRZEDAŻOWA:

1 szt.

✅ ILOŚĆ W OPAKOWANIU:

40 szt.

✅ KOD EAN:

5902004709055

Kod producenta: NS-BH12-5-1

Parametry produktu
Stan: Nowy
Kod producenta: NS-BH12-5-1
Marka: Schmith
Rodzaj klucza: nasadowy
Waga produktu z opakowaniem jednostkowym: 0.15
Kod taryfy celnej: 82041200
EAN (GTIN): 5902004709055

Informacje o bezpieczeństwie
List of key safety warnings based on the requirements of General Product Safety Regulation (EU) 2023/988 (GPSR): 1. Eye
protection: Always use safety glasses when working with keys. Metal chipping or other contaminants can damage your
eyesight. 2. Using the right tools: Use a wrench of the right size and type for your nut or bolt. Incorrect fit can lead to damage
to the key or fastener, as well as injury. 3. Technical condition of keys: Regularly check the technical condition of keys.
Damaged, cracked or worn keys can be dangerous to use and can break during operation. 4. Work safety: Do not use keys in
places where there is a risk of explosion or fire. Sparks can cause flammable substances to ignite. 5. Avoiding excessive force:
Do not use extensions on the keys to increase strength. This can lead to damage to the wrench or fastener, as well as loss of
control and injury. 6. Key storage: Store your keys in a dry and secure place to prevent corrosion and damage. 7. Ergonomics:
Work in a comfortable position to avoid overloading your muscles and joints. Avoid long-term work in an uncomfortable
position. 8. Hand protection: Use protective gloves to protect your hands from abrasions and cuts. 9. Tool Cleanliness:
Regularly clean your keys from dirt and grease to ensure a secure grip and safe operation. 10. Training and experience: Make
sure you have the right skills and knowledge before using the keys. Improper use of tools can be dangerous. 11. Maintenance:
Maintenance your keys regularly, lubricate moving parts to ensure smooth operation and avoid jams.

Producent — dane kontaktowe
Schmith Polska S.A.
ul. Wschodnia 8
83-110
Tczew
PL
biuro@schmith.pl
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