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LAHTI PRO FLANELA OCIEPLANA
SZARO-NIEBIESKA ROZ XL

Cena 90,00 zł

Numer katalogowy ALP-18017606651

Kod producenta L4011104

Kod EAN 5903755080998

Opis produktu
Bluza polarowa ocieplana Lahti Pro model L40111 wykonana ze 100% polaru szczotkowanego o gramaturze 160g/m2,
ocieplina o gramaturze 120g/m2, podszewka z tafty gramatura 50g/m2. Ciepła bluza idealnie nadaję się do pracy na chłodne i
zimowe dni. Bluza posiada cztery kieszenie w tym dwie zapinane na guzik. Zamek błyskawiczny z dodatkową klapą
zabezpieczającą przed niekorzystnymi warunkami podczas pracy oraz mankiety zapinane na guziki. Odzież posiada certyfikat
CE oraz normę EN ISO 13688 oraz są w pierwszej kategorii środków ochrony indywidualnej.

EN ISO 13688 - międzynarodowa norma określa ogólne wymagania, dotyczące wykonania, z zakresu ergonomii,
nieszkodliwości, oznaczania wielkości, procesu starzenia, kompatybilności i znakowania odzieży ochronnej oraz informacji,
które powinien dostarczać producent wraz z wyrobem. Niniejsza Norma Międzynarodowa jest przeznaczona do stosowania
tylko w połączeniu z innymi normami określającymi wymagania dla konkretnego wykonania i nie może być stosowana jako
samodzielny dokument bazowy.

Kategoria I - produkty należące do tej kategorii zapewniają podstawowy poziom ochrony przed działaniem czynników
zewnętrznych niskiego ryzyka, których skutki są powierzchniowe, chroniąc przed np. drobnymi skaleczeniami, otarciami,
zabrudzeniami, działaniem łagodnych środków czyszczących, czynnikami atmosferycznymi o charakterze łagodnym itp.

Parametry produktu
Stan: Nowy
Kod producenta: L4011104
Marka: Lahti Pro
Model: L4011104
Rozmiar: XL
Przeznaczenie: uniwersalne
Typ: polar
Waga produktu z opakowaniem jednostkowym: 0.7
Sezon: zima
Cechy dodatkowe: odzież ocieplana
EAN (GTIN): 5903755080998

Informacje o bezpieczeństwie
List of safety warnings for workwear and health and safety based on the requirements of Regulation (EU) 2023/988 on general
product safety (GPSR): 1. Choosing the right size: * Make sure that the workwear is properly tailored to your figure. Too loose
or too tight clothing can restrict freedom of movement and increase the risk of an accident. 2. Risk Assessment: * Before each
use of workwear, carefully analyze the potential hazards occurring in the workplace. Make sure that the clothing you choose
provides adequate protection against identified hazards (e.g. cutting, burns, chemicals). 3. Technical condition inspection: *
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Regularly check the technical condition of your workwear. Make sure that there is no damage, such as abrasions, tears,
cracks, which could reduce its protective properties. If damage is found, clothing should be replaced immediately. 4.
Maintenance and cleaning: * Follow the manufacturer's recommendations for the maintenance and cleaning of workwear.
Improper cleaning can damage the material and reduce its protective properties. 5. Specialty clothing: * For work requiring
specialized protection (e.g. welding, work with chemicals, work at height), use only workwear with appropriate certificates and
meeting applicable standards. 6. Weather conditions: * Adapt your workwear to the prevailing weather conditions. In the case
of low temperatures, use thermal insulation clothing, and in the case of high temperatures, breathable and moisture-wicking
clothing. 7. Visibility: * In workplaces with limited visibility (e.g. road works, work near machines) use high-visibility workwear,
equipped with reflective elements. 8. Tangle protection: * Avoid wearing loose workwear near moving parts of machinery and
equipment. Loose clothing items can get tangled and cause a serious accident. 9. Usage training: * Make sure that you and
your colleagues have been trained in the correct selection, use, maintenance and storage of workwear. 10. Storage: * Store
your workwear in a dry and clean place, away from direct sunlight and heat sources. 11. Clothing replacement: * Replace your
workwear regularly, even if it shows no visible damage. Over time, materials may lose their protective properties.

Producent — dane kontaktowe
PROFIX Sp. z o.o.
ul. Marywilska 34
03-228
Warszawa
PL
sprzedaz@profix.com.pl

Powered by TCPDF (www.tcpdf.org)

wygenerowano w programie shopGold

http://www.tcpdf.org

