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Masa bitumiczna DYSPERBIT
BOSTIK czarny 10 l

Cena 139,98 zł

Numer katalogowy ALP-18962653433

Kod producenta DBIZO089289

Kod EAN 8711595089289

Opis produktu

Masa bitumiczna Den Braven/ BOSTIK czarny 10 l
Cechy produktu:

Rodzaj: masa bitumiczna
Pojemność: 10,00 l
Kolor: czarny

Masa bitumiczna BOSTIK czarny 10 l to produkt wysokiej jakości z kategorii farb i uszczelniaczy do dachów. Produkt ten
cechuje się marką Den Braven, rodzajem masy bitumicznej, pojemnością 10,00 l oraz kolorem czarnym. Masa bitumiczna 
BOSTIK skutecznie uszczelnia dachy poprzez tworzenie trwałej i wodoszczelnej powłoki, która chroni przed wilgocią i
szkodliwymi czynnikami zewnętrznymi. Dzięki czarnemu kolorowi, produkt doskonale pasuje do dachów w ciemnych kolorach,
nadając im elegancki wygląd. Masa bitumiczna BOSTIK jest łatwa w użyciu i szybko schnie, co pozwala na szybkie i skuteczne
przeprowadzenie prac remontowych.

Parametry produktu
Stan: Nowy
Kod producenta: DBIZO089289
Marka: Den Braven
Pojemność: 10
Rodzaj: masa bitumiczna
Kolor: czarny
Kod taryfy celnej: 32141010
EAN (GTIN): 8711595089289

Informacje o bezpieczeństwie
List of safety warnings for roof paints and sealants based on the requirements of Regulation (EU) 2023/988 on General
Product Safety (GPSR): 1. Fire hazard: Do not use paints and sealants near open flames, sparks or other sources of ignition.
These substances can be flammable. 2. Health Risk: Avoid inhaling fumes. Use a protective mask with the right filter to
protect your airways. Paints and sealants may contain harmful chemicals. 3. Skin and eye protection: Wear protective gloves
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and safety glasses when working with paints and sealants. Avoid contact with skin and eyes. In case of contact, wash
abundantly with water and consult a doctor. 4. Ventilation: Work in a well-ventilated room or outdoors. Ensure adequate
airflow to avoid the build-up of harmful fumes. 5. Storage: Store paints and sealants in tightly closed packages, in a cool and
dry place, away from children and pets. 6. Disposal: Do not pour paint residues and sealants into plumbing or into the ground.
Return them to a hazardous waste collection point or follow local disposal regulations. 7. Safety at height: When painting or
sealing the roof, always use appropriate fall protection, such as safety harnesses and ropes. Make sure the ladder is stable
and securely positioned. 8. Weather conditions: Do not paint or seal the roof during rain, strong wind or extreme
temperatures. Adverse weather conditions can affect the quality of the work done and increase the risk of an accident. 9.
Compatibility: Make sure the paint or sealant is compatible with the material the roof is made of. Non-compliance can lead to
damage or reduce the durability of the roofing material. 10. Manufacturer's instructions: Always follow the manufacturer's
instructions for the application, drying and maintenance of paints and sealants. 11. First aid: If you experience health
problems such as dizziness, nausea or skin irritation, stop working immediately and consult your doctor. 12. Marking: Make
sure that all required labels and safety information are included on the product packaging.

Producent — dane kontaktowe
Den Braven
ul. Poznańska 11a, Cząstków Maz.
05-152
Czosnów
PL
info@bostik.pl
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