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MIARA ZWIJANA 8m/32mm
SCHMITH, MOCNA

Cena 65,00 zł

Numer katalogowy ALP-18101951769

Kod producenta 5902004752099

Kod EAN 5902004752099

Opis produktu
MIARA ZWIJANA 8m/32mm SCHMITH, MOCNA

SMZ-09-8/32

Miara zwijana 8m/32mm
Symbol: SMZ-09-8/32

Miara zwijana o długości 8 metrów i szerokości taśmy 32 mm jest niezastąpionym narzędziem w każdym zestawie
narzędziowym. Jej trwała konstrukcja gwarantuje długotrwałe użytkowanie nawet w trudnych warunkach. Taśma wykonana
jest z materiału odpornego na zniszczenia mechaniczne oraz ścieranie, co zapewnia dokładność pomiarów. Szerokość taśmy
32 mm zapewnia łatwość odczytu i stabilność podczas mierzenia, co jest kluczowe przy precyzyjnych zadaniach. Powierzchnia
taśmy posiada specjalną powłokę ochronną, która chroni ją przed wilgocią i zabrudzeniami, przedłużając żywotność produktu.
Obudowa miary jest zaprojektowana tak, aby zapewnić pewny i komfortowy chwyt, co minimalizuje ryzyko przypadkowego
upuszczenia. Miara zwijana 8m/32mm stanowi idealne połączenie niezawodności, precyzji oraz wytrzymałości, idealne dla
tych, którzy cenią sobie efektywność i trwałość w narzędziach.

Parametry produktu
Stan: Nowy
EAN (GTIN): 5902004752099
Kod producenta: 5902004752099
Marka: Schmith
Długość: 8
Rodzaj: miara zwijana
Waga produktu z opakowaniem jednostkowym: 0.5
Zawiera baterie: nie
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List of safety warnings for measures and tapes based on the requirements of General Product Safety Regulation (EU)
2023/988 (GPSR): * Make sure you use the measure/tape for its intended purpose. * Avoid contact of measure/tape with water
or moisture to prevent corrosion and damage. * Store the measure/tape in a dry place to avoid rusting and prolong its
lifespan. * Regularly check the measure/tape status, especially the winding mechanism and hitch, to make sure they are
working properly. * In case of damage to the measure/tape, do not use it and replace it with a new one to avoid incorrect
measurements. * Be careful when rolling the measure/tape to avoid injuries, especially when the winding mechanism is fast. *
Do not use a measure/tape near heat sources or open fire that can damage the material. * Keep the measure/tape clean by
removing dirt and debris that can affect the accuracy of measurements. * Secure the tip of the measure/tape during transport
to avoid accidental ejection and damage. * When working at heights, protect the measure/tape from falling so as not to pose a
threat to the people below. * For measures/tapes with electrical components: a) Avoid contact with water. b) Check the status
of wires and batteries regularly. c) Replace batteries according to the manufacturer's instructions. * If you use a
measure/metal tape, be careful to avoid cuts with sharp edges. * For measurements in harsh environments (e.g. outside, in
dust) check and clean the measure/tape more often. * Use only original accessories (e.g. hooks, clips) dedicated to a given
measure / tape. * Do not try to repair the damaged measure/tape yourself; contact the service or replace it with a new one. *
Remember to properly segregate the used measure/tape, returning it to the appropriate recycling point. * If you use a
measure/tape in a public place, make sure it is clearly visible to others to avoid tripping.

Producent — dane kontaktowe
Schmith Polska S.A.
ul. Wschodnia 8
83-110
Tczew
PL
biuro@schmith.pl
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