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Link do produktu: https://www.strefainternetowa.com/piana-pianka-niskoprezna-pistoletowa-zimowa-10c-uniwersalna-stalco-
zestaw-4-szt-p-3602.html

PIANA PIANKA NISKOPREZNA
PISTOLETOWA ZIMOWA -10°C
UNIWERSALNA STALCO —
zestaw 4 szt.

Cena 79,99 zt
- - Numer katalogowy ALP-15164718339
F:st E Kod producenta 64653
e - ., o 5“""__: Emm..——"l_. Kod EAN 5901466157862

Opis produktu

Oferta dotyczy zestawu: 4 szt.

Piana ZIMOWA PZI 53 pistoletowa 750 m| STALCO 4 SZTUKI

Piana poliuretanowa o wysokiej wytrzymatosci koncowej. Stuzy do uszczelniania, montazu, wypetniania, izolowania w
temperaturze do -10°C.

¢ do montazu okien, drzwi

¢ do uszczelniania i montazu parapetéw

e do uszczelniania izolacji cieplnej sieci wodnych kanalizacyjnych i centralnego ogrzewania
* do izolacji cieplnej dachéw

e do wypetniania szczelin w izolacjach termicznych

Cechy:

Niskoprezna

Pistoletowa

Dziata w temperaturze od -10°C
Superizolacyjna

Odporna na plesh i grzyby
Bardzo wydajna

Zastosowanie:

e Osadzanie dzwi i okien.

¢ |zolacja cieplna sieci wodnych, kanalizacyjnych i centralnego ogrzewania.
¢ Uszczelnianie i montaz parapetéw.

¢ |zolacja cieplna dachdéw i stropodachéw.

¢ Wypetnianie szczelin w izolacji termicznej przy ocieplaniu budynkéw.

Dane techniczne:

Objetos¢: 42-47 | (swobodnie spieniony)

Czas utwardzania: 1,5 - 5 godzin w zaleznosci od temperatury

i wilgotnosci

Temperatura aplikacji: od -10°C do +25°C (powierzchnia), 0°C (pojemnik)
Czas tworzenia sie naskoérka: od 8 -10 minut
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e Czas obroébki: 20 -25 minut
¢ Odpornos¢ na temperature: od -40°C do +90°C

DANE TECHNICZNE

Objetosé: 42-47 | (swobodnie spieniony)

Czas utwardzania: 1,5 - 5 godzin w zaleznosci od temperatury i wilgotnosci
Temperatura aplikacji: od -10°C do +25°C (powierzchnia), 0°C (pojemnik)
Czas tworzenia sie naskorka: od 8 -10 minut

Czas obrébki: 20 -25 minut

Odpornos$¢ na temperature: od -40°C do +90°C

Parametry produktu

¢ Stan: Nowy

e EAN (GTIN): 5901466157862

¢ Kod producenta: 64653

¢ Marka: Stalco

¢ Pojemnosé: 750

« Zastosowanie izolacji: Fasada, Podtoga, Sciana, Sufit

Typ zastosowania: beton, cegta, Drewno, ptyta wiérowa, PVC, tynk

Informacje o bezpieczenstwie

List of insulation and insulation safety warnings based on the requirements of Regulation (EU) 2023/988 on General Product
Safety (GPSR): 1. Fire risk: Insulation materials can be flammable. Avoid contact with open fire, sparks and high temperatures.
2. Emission of harmful substances: Some insulation materials may emit harmful gases or dust during installation or use.
Ensure proper ventilation of the room during and after work. 3. Skin and respiratory irritation: Some materials can cause
irritation to the skin, eyes and respiratory tract. Wear protective clothing, gloves, glasses and a dust mask when working with
materials. 4. Allergies: Some people may experience allergic reactions to the components of insulating materials. If you
experience allergy symptoms, consult your doctor. 5. Construction load: Make sure that the structure of the building is able to
withstand the additional load associated with the installation of insulation. 6. Moisture: Improperly mounted insulation can
lead to moisture buildup, which promotes the growth of mold and fungi. Take care of the appropriate vapor barrier and
ventilation. 7. Disposal: Used insulation materials should be disposed of in accordance with local environmental regulations.
Do not burn them yourself. 8. Long-term contact: Avoid prolonged direct contact of insulating materials with the skin. After
finishing work, wash your hands and other exposed parts of the body thoroughly. 9. Storage: Store insulation materials in a
dry and well-ventilated place, away from heat sources and open fire. Protect against access by children and animals. 10.
Professional installation: In the absence of experience, commission the installation of insulation to a professional team that
has the appropriate qualifications and tools.

Producent — dane kontaktowe

STALCO

Ofiar Katynia 1
32-050

SKAWINA

PL
centrala@stalco.pl
696113253
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