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Pistolet zraszający z licznikiem
wody AquaCount Gardena
18352

Cena 67,98 zł

Numer katalogowy ALP-18750770710

Kod producenta 970546001

Kod EAN 4078500058070

Opis produktu

PISTOLET OGRODOWY ZRASZAJĄCY Gardena AquaCount
18352-20

4078500058070

Pistolet zraszający AquaCount marki Gardena idealnie sprawdzi się do delikatnego podlewania roślin doniczkowych
i rabat ogrodowych. Wbudowany licznik wody pomaga w oszczędzaniu wody i kontroli jej przepływu.

Zalety
Możliwość blokady wyzwalacza zapobiega zmęczeniu dłoni podczas dłuższego użytkowania,
Intensywność strumienia z łatwością można kontrolować w tylnej części pistoletu,
Ergonomiczny uchwyt i lekkość narzędzia zwiększa wygodę użytkowania,
Licznik wody można obracać, dzięki temu będzie on komfortowy zarówno dla osób prawo jak i leworęcznych,
Funkcja 1 i 2 informują o ogólnym dziennym lub sezonowym zużyciu wody,
Funkcja 3 pokazuje zużycie wody w danym cyklu nawadniania,
Funkcja 4 prezentuje wartość przepływu wody w litrach lub galonach na minutę,
Odporny na działanie promieniowania UV i mróz, dzięki temu może być używany cały rok.

Parametry produktu
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Stan: Nowy
Kod producenta: 970546001
Marka: Gardena
Rodzaj: pistolet do zraszania
Kod taryfy celnej: 84249080
EAN (GTIN): 4078500058070

Informacje o bezpieczeństwie
List of safety warnings for fittings and terminals based on the requirements of General Product Safety Regulation (EU)
2023/988 (GPSR): 1. Check compatibility: Make sure the fittings and tips are compatible with the irrigation system I am using.
Incorrect fit can lead to leaks or breakdowns. 2. Condition Inspection: Regularly inspect fittings and tips for damage, cracks, or
wear. Damaged components can cause leaks or sudden disconnection. 3. Suitable installation: Mount the fittings and tips
according to the manufacturer's instructions, using the appropriate tools. Too strong or too weak tightening can damage
components or cause leaks. 4. Avoid overloads: Do not exceed the maximum working pressure of fittings and tips. Overload
can lead to their damage or disconnection, posing a threat to people in the vicinity. 5. Protect against frost: If fittings and tips
are exposed to frost, make sure the irrigation system is properly protected against freezing. Freezing water can damage the
fittings, leading to leaks. 6. Sun protection: Long-term sun exposure can weaken the material of fittings and tips. If possible,
protect the components from direct UV rays. 7. Safe storage: Store fittings and tips in a dry and cool place, away from
children and pets. 8. Disposal: Dispose of worn or damaged fittings and tips in accordance with local environmental
regulations. Improper disposal can contaminate soil or water. 9. Caution with chemicals: Avoid contact of fittings and tips with
aggressive chemicals that can damage the material. Use only the measures recommended by the manufacturer. 10.
Connection protection: Make sure all connections are tight and stable to avoid accidentally disconnecting the irrigation
system.

Producent — dane kontaktowe
GARDENA GmbH
Hans-Lorenser-Str. 40
89079
Ulm
DE
biuro@gardenaogrody.com
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