
 

Dane aktualne na dzień: 28-10-2026 15:48

Link do produktu: https://www.strefainternetowa.com/semin-rug-klapa-rewizyjna-wodoszczelna-w-400-x-400-rewizja-klapa-
pokrywa-p-1133.html

  
SEMIN RUG KLAPA REWIZYJNA
WODOSZCZELNA W 400 X 400
REWIZJA KLAPA POKRYWA

Cena 239,99 zł

Numer katalogowy ALP-18621832850

Kod producenta SEMIN RUG DRZWICZKI
REWIZJA 300X300

Kod EAN 4006395220470

Opis produktu

SEMIN RUG KLAPA REWIZYJNA WODOSZCZELNA W 400 X 400 REWIZJA KLAPA
POKRYWA
KLAPA REWIZYJNA niemieckiej firmy RUG .

WYKONANA Z PROFILI ALUMINIOWYCH Z WYPEŁNIENIEM 2 x WODOODPORNĄ PŁYTĄ KARTONOWO GIPSOWĄ
zieloną o grubości 12,5mm nadającą się do wilgotnych pomieszczeń.

Klapa jest otwierana i po odbezpieczeniu WYCIĄGANA , idealnie równa. Idealnie licuje się z płytą GK.

Dodatkową zaletą wyciąganej klapy jest to, że pozwala korzystać z całego otworu,a nie tylko jego części ograniczonej
zawiasami.

POSIADA DODATKOWE OBUSTRONNE ZABEZPIECZENIA przed wypadnięciem i całkowitym, niekontrolowanym
otwarciem - dlatego też nadaje się do montażu również w sufitach i to również obejmuje ATEST PZH.

Nasze klapy posiadają Atest higieniczny wydany przez Państwowy Instytut Zdrowia Publicznego - Państwowy
Zakład Higieny w Warszawie.

klapa rewizyjna aluminiowa, 40cm x 40cm,

wypełnienie 2 x płyta GKBI - płyta wodoodporna - zielona gr. 12,5mm

z zabezpieczeniem - przystosowana do montażu w suficie oraz w ścianie.

zamki sprężynowe typu klik klak dzięki czemu nie potrzeba żadnych uchwytów ani rączek,

klapa wyciągana co zdecydowanie ułatwia montaż i późniejszy dostęp.

Producent — dane kontaktowe
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Informacje o bezpieczeństwie
List of inspection door safety warnings based on the requirements of General Product Safety Regulation (EU) 2023/988
(GPSR): * Make sure that the inspection door is properly installed and protected against accidental opening to avoid the risk of
falling or impact. * Regularly check the technical condition of the door, in particular hinges, locks, and other fasteners, to
prevent damage and potential hazards. * Pay attention to sharp edges or protruding elements that may pose a risk of injury.
Secure them with appropriate covers or round them. * If the inspection door is located in places exposed to moisture,
regularly check for signs of corrosion that may weaken the structure. * Make sure access to inspection doors is easy and non-
threatening so that you can quickly access the installation if needed. * When installing inspection doors in the ceiling, make
sure that they are adequately protected against accidental opening and falling on the people below. * Pay attention to the
weight of inspection doors, especially those mounted in the ceiling. Make sure the supporting structure is sturdy enough to
support the weight of the door. * If the inspection door is equipped with locks or other security mechanisms, make sure that
they are efficient and easy to operate, so that you can quickly access the installation if necessary. * For inspection doors with
electrical components such as lighting or sensors, make sure the electrical installation is done in accordance with applicable
regulations and safety standards. * Regularly check that the inspection door is not locked or set up so that you can quickly
access the installation if needed.
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