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Opis produktu

VIDARON Lakier AKRYLOWY do drewna 0,4L BEZBARWNY

Szybkoschnacy Lakier akrylowy Vidaron tworzy powtoke suchg w dotyku juz po 1 godzinie. Charakteryzuje sie tagodnym,
niedraznigcym zapachem. Podkresla i zachowuje naturalny kolor drewna wydobywajac jego urok. Zawiera inhibitory tanin,
dzieki czemu zabezpiecza drewno przed przebarwieniami powstajagcymi wskutek dziatania zywic i garbnikéw zawartych w
drewnie. Spetnia surowe wymagania europejskiej normy PN EN 71.3 - Bezpieczenstwo Zabawek - norma PN EN 71-3 i PN-EN
71-2.

WLASCIWOSCI:

Bezpieczne zabawki

Tworzy trwatg powtoke

Powtoka sucha w dotyku po 1h

Uwydatnia piekno naturalnego drewna

Podwyzszona odpornos¢ na Scieranie, zarysowania, uszkodzenia mechaniczne i plamy
tagodny zapach

Szybkoschnacy

Zachowuje naturalny kolor drewna

Do wewnatrz

Parametry produktu

Stan: Nowy

Kod producenta: 000000000091000295
Marka: Vidaron

Pojemnos¢: 0.4

Opakowanie: puszka

Rodzaj: akrylowy

Zastosowanie: do wnetrz

Przeznaczenie: do drewna

Wydajnos¢: 14

Czas schniecia: 5

Efekt: potysk

Sposodb aplikacji: natrysk, pedzel, watek
Funkcje: dekoracyjna, odpornos¢ na Scieranie
Kolor: bezbarwny

Waga produktu z opakowaniem jednostkowym: 0.5
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¢ Kod taryfy celnej: 32089099
¢ EAN (GTIN): 5903973071150

Informacje o bezpieczehstwie

List of warnings regarding the safety of construction chemicals based on the requirements of Regulation (EU) 2023/988 on
general product safety (GPSR): 1. Risk of skin and eye irritation: * Avoid direct contact with the product. * Use protective
gloves and safety glasses. * In case of contact with skin or eyes, wash abundantly with water and consult a doctor. 2. Risk of
inhalation: * Use the product in well-ventilated areas. * Avoid inhaling fumes or dust. * If you experience breathing problems,
go out for fresh air and consult your doctor. 3. Risk of ingestion: * Do not consume the product. * Keep out of reach of
children. * If swallowed, do not induce vomiting and consult a doctor immediately. 4. Risk of fire and explosion: * Some
products may be flammable or explosive. * Store away from heat sources, sparks, and open fire. * Do not smoke while using
the product. 5. Chemical reactions: * Do not mix different chemical products together as this can cause dangerous reactions. *
Follow the manufacturer's instructions. 6. Storage: * Store in the original packaging, in a dry and cool place, away from heat
and sunlight sources. * Make sure the packaging is tightly closed. 7. Disposal: * Follow local regulations for the disposal of
chemical waste. * Do not pour the product into the sewer. 8. Application * Always follow the manufacturer’s instructions on
the product packaging and in the instruction manual. * Use inconsistent with its intended purpose may be dangerous. 9. First
aid * In case of an accident or disturbing symptoms, consult a doctor immediately. * Show your doctor the product packaging
or label. 10. Environmental protection * Avoid soil and groundwater contamination. * In case of leakage, secure the area and
contact emergency services.

Producent — dane kontaktowe

FFiL Sniezka SA

ul. Debicka 44
39-207
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sniezka@sniezka.com
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