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WKRET-MET ZtACZE KATOWE
80X80X80 MM GR 2,0 MM
1SZT.

Cena 4,49 zt

Numer katalogowy ALP-16149025016
Kod producenta KP13

Kod EAN 5907704481560

Opis produktu
KATOWNIK MONTAZOWY CIESIELSKI 80x80x80 mm

Katowniki - fgczniki przeznaczone do tgczenia drewnianych konstrukcji montazowych zaréwno z drewnem jak i betonem.

Zastosowanie do wznoszenia konstrukcji dachéw, altan, wiat , trejazy, pergoli itp. Mocowanie za pomocg wkretédw, kotkéw,
srub, gwozdzi.

Wykonane zostaty z blachy stalowej ocynkowanej

PARAMETRY:

Wymiar 80x80x80 mm

Grébos¢ 2 mm

llos$¢ sztuk: 1szt

ochrona antykorozyjna - ocynk

ilos¢ otworow (F) - 28 otworéw g5mm ,
Producent - KLIMAS Spétka z o.0.

DOKUMENTACJA TECHNICZNA:

¢ Deklaracja Wtasciwosci Uzytkowych
¢ Certyfikat CE Zgodnosci Zaktadowej Kontroli Produkcji
e taczniki zostaty wykonane zgodnie z normg PN-EN 14545:2011

Oferowane przez nas taczniki charakteryzuje najwyzsza jakos¢ i mozna je bez obaw stosowac¢ w budownictwie.

Parametry produktu

e Stan: Nowy

Producent: Klimas Wkret-Met
EAN (GTIN): 5907704481560
Kod producenta: KP13
Liczba sztuk: 1
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¢ Rodzaj: katowniki
* Diugosc¢ wkreta: 80
¢ Srednica wkreta: 80

Informacje o bezpieczenstwie

List of safety warnings for assembly components based on the requirements of General Product Safety Regulation (EU)
2023/988 (GPSR): * Make sure that the mounting elements are suitable for the type of roof and the materials from which it is
made. Improper elements can lead to damage or weakening of the structure. * Pay attention to the weight of the mounting
elements, especially when working at height. Too much weight can cause loss of balance and collapse. * Use appropriate tools
and assembly techniques. Incorrect installation can weaken connections and increase the risk of roof failure. * Protect your
workplace from bystanders, especially children. Mounting elements can pose a threat to them. * Use protective clothing,
including gloves and glasses, to avoid cuts and injuries. Sharp edges and chipping can be dangerous to the skin and eyes. *
Do not overload the mounting hardware. Exceeding the permissible load can lead to their damage and weakening of the roof
structure. * Regularly check the technical condition of the mounting elements. Worn or damaged components should be
replaced to ensure the safety of the roof. * For work at height, use appropriate safety features such as safety harnesses and
ropes. Falling from a height can be fatal. * Avoid damage to your existing roof structure during installation. Violation of roof
integrity can lead to leaks and other problems. * Store mounting hardware in a dry and safe place, away from children and
pets. Improper storage can lead to corrosion and loss of properties. * Dispose of worn-out mounting hardware in accordance
with local regulations. Improper disposal can harm the environment. * Avoid installation during bad weather conditions, such
as strong wind or rain. These conditions can hinder work and increase the risk of accidents.

Producent — dane kontaktowe

KLIMAS WKRET-MET

KuZnica Kiedrzynska, ul. Przemystowa 10
42-233

Mykanéw

PL

biuro@pgb-polska.com
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