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WKRĘTY ocynk blacha
4,2x19mm 50szt

Cena 10,00 zł

Numer katalogowy ALP-15262299621

Kod producenta b-wf-4219

Kod EAN 5906675309491

Opis produktu
WFS WKRĘT SAMOWIERCĄCY Z ŁBEM PŁASKIM. Specjalny kształt ostrza wiercącego.

Cechy i korzyści

Hartowana powierzchnia gwintu. Powłoka cynkowa o grubości co najmniej 5 μm

Aplikacje

Zamocowania elementów z cienkich płyt metalowych do powierzchni metalowych, PCV i płyt wiórowych

Materiał podłoża

Certyfikowane do:

Profil stalowy
Profile z PCV
Blacha stalowa

Instrukcja montażu:

Wkręt musi być instalowany pod kątem 90 stopni do podłoża.
Do montażu używamy nasadki magnetycznej
Używamy niskich obrotów początkowych.
Zmniejszyć obroty w końcowej fazie montażu
Używamy wkrętarki z regulowanym momentem obrotowym lub z ogranicznikiem głębokości.
Nie używać silnej wiertarki
Do montażu używamy wkrętarki o obrotach: 1600 - 2000 obr/min z regulowanym momentem zakręcającym.

Dane:

index producenta: WFS-4219
ilość sztuk w opakowaniu: 100szt

Średnica 4,2mm
Długość 19mm
Opakowanie 50szt.
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Parametry produktu
Stan: Nowy
Producent: Koelner
EAN (GTIN): 5906675309491
Kod producenta: b-wf-4219
Rodzaj: wkręty
Przeznaczenie: uniwersalne
Długość całkowita: 4.2
Średnica: 19

Informacje o bezpieczeństwie
List of safety warnings for nails, screws, bolts and studs based on the requirements of General Product Safety Regulation (EU)
2023/988 (GPSR): * Eye protection: Always use safety glasses when working with nails, screws, screws and studs. Shards can
cause serious eye injuries. * Hand protection: Wear protective gloves to avoid cuts and abrasions when manipulating sharp
elements. * Risk of choking: Small items such as nails, screws, and bolts can pose a choking hazard, especially for children.
Keep them out of reach of children. * Use the right tools: Always use the right tools (e.g. hammer, screwdrivers) for driving or
screwing nails, screws and bolts. Incorrect tools can cause damage to the material or injury. * Stability: Make sure the surface
you are working on is stable. An unstable surface can lead to loss of control over tools and materials. * Suitable selection:
Choose the right nails, screws, screws, and studs for the type of material and load they are designed to hold. Incorrect
selection can lead to damage to the connection or its break. * Secure driving/screwing: Drive/screw nails, screws, and bolts
straight to avoid bending or breaking. * Corrosion protection: If nails, screws, screws, and studs are to be used outdoors, make
sure they are corrosion resistant. * Storage: Store unused nails, screws, screws, and studs in a dry place, away from moisture
and extreme temperatures. * Disposal: Dispose of worn or damaged nails, screws, bolts, and studs in an appropriate manner,
in accordance with local regulations. * Kids Warning: Don't let kids play with nails, screws, screws, and studs. They pose a
potential threat. * Overload: Avoid overloading joints made with nails, screws, screws, and studs. This can lead to damage or
breakage. * Installations: Be careful when driving nails or screwing into walls, floors, and ceilings so as not to damage
electrical, gas, or water installations.

Producent — dane kontaktowe
Rawlplug S.A.
Kwidzyńska 6
51-416
Wrocław
PL
bok.trad@rawlplug.com
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